
Low Smoke 
Zero Halogen
Rigid pipes and 

accessories for electrical 
installations

PM Plastic Materials 
Via XXV Aprile 15 - 24030 Almenno San Bartoloneo (BG) - Italy
Tel +39 035 554211 - Fax +39 035 554200 
www.pmplasticmaterials.com

PM FLEX Swiss Sagl 
Via Lugano nr. 30 - CH-6710 Biasca - SWITZERLAND
Tel. +41 79 8311853 - Fax +39 035 554200

PM FLEX Nordic AB 
Ekelundsgatan 4, Box 2358  403 15 Göteborg - SWEDEN
Tel +46 31 333 54 00 - Fax +46 31 333 54 20 

PLASTIC MATERIALS
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RIGID IRSHF 2443 - light class

LIGHT
320 N

HEAVY
6J Self-extinguishing2 4 -25°C +105°C4 3Polyole�ne

STANDARD: EN 61386.1, EN 61386.21

M

M

m

m

IRSHF16
IRSHF20
IRSHF25
IRSHF32
IRSHF40
IRSHF50

IRSHF16B
IRSHF20B
IRSHF25B
IRSHF32B
IRSHF40B
IRSHF50B

16 mm
20 mm
25 mm
32 mm
40 mm
50 mm

16 mm
20 mm
25 mm
32 mm
40 mm
50 mm

13,0 mm
17,1 mm
21,7 mm
28,2 mm
36,2 mm
45,7 mm

13,0 mm
17,1 mm
21,7 mm
28,2 mm
36,2 mm
45,7 mm

3 mt
3 mt
3 mt
3 mt
3 mt
3 mt

3 mt
3 mt
3 mt
3 mt
3 mt
3 mt

102 mt
102 mt

60 mt
30 mt
30 mt
15 mt

75 mt
51 mt
51 mt
30 mt
21 mt
15 mt

3.060 mt
2.040 mt
1.200 mt

750 mt
450 mt
300 mt

2.625 mt
1.785 mt
1.224 mt

750 mt
420 mt
300 mt

13.260 mt
8.160 mt
5.280 mt
3.120 mt
2.070 mt
1.440 mt

11.475 mt
7.803 mt
5.049 mt
3.120 mt
2.079 mt
1.440 mt

Packaging

glass
shaped

RIGID IRLHF 3443 - medium class

Colour

white
white
white
white
white
white

Colour

white
white
white
white
white
white

glass
shaped Colour

MEDIUM
750 N

HEAVY
6J Self-extinguishing3 4 -25°C +105°C4 3Polyole�ne

STANDARD: EN 61386.1, EN 61386.21

M

M

m

m

IRLHF16
IRLHF20
IRLHF25
IRLHF32
IRLHF40
IRLHF50

IRLHF16B
IRLHF20B
IRLHF25B
IRLHF32B
IRLHF40B
IRLHF50B

16 mm
20 mm
25 mm
32 mm
40 mm
50 mm

16 mm
20 mm
25 mm
32 mm
40 mm
50 mm

12,4 mm
16,0 mm
20,5 mm
27,0 mm
34,4 mm
43,8 mm

12,4 mm
16,0 mm
20,5 mm
27,0 mm
34,4 mm
43,8 mm

grey
grey
grey
grey
grey
grey

Colour

grey
grey
grey
grey
grey
grey

3 mt
3 mt
3 mt
3 mt
3 mt
3 mt

3 mt
3 mt
3 mt
3 mt
3 mt
3 mt

102 mt
102 mt

60 mt
30 mt
30 mt
15 mt

75 mt
51 mt
51 mt
30 mt
21 mt
15 mt

3.060 mt
2.040 mt
1.200 mt

750 mt 
450 mt
300 mt

2.625 mt 
1.785 mt
1.224 mt

750 mt
420 mt
300 mt

13.260 mt
8.160 mt
5.280 mt
3.120 mt
2.070 mt
1.440 mt

11.475 mt
7.803 mt
5.049 mt
3.120 mt
2.079 mt
1.440 mt

Packaging

Line HFRIGID

We conduct your energy

NEW



Suitable for all kinds of exposed  installations: thanks to the LSZH feature, 
Rigid LSZH pipes and accessories by PM are ideal for all systems that must meet 

eco-compatibility requirements
2 classes available: 
LIGHT (IRSHF - 320 N) and MEDIUM (IRLHF - 750 N) 

• the LIGHT version is indicated for all ordinary installations
• the MEDIUM version is recommended in all situations where high 
compressions may occur

The use of 
Rigid HF Pipes in 
association with 
Rigid HF PM SMART 
accessories ensures 
an eco-compatible 
and dust/liquid 
anti-infiltration 
system

LOW 
SMOKE

Halogen 
Free

Very high 
impact 

resistance 
(6J) 

Resistance 
to very low 

( -25°C) and 
very high 

temperatures 
(+105°C)

Self-
recovering

Self-
extinguishing

Low Smoke Zero Halogen Rigid pipes and accessories
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Better visibility in case
of fire: people can easily find 
escape routes and rescue personnel
are not bothered by smokes

SAFETY
ensured in any installation
conditions

SAFETY
ensured in any installation
conditions

PROTECTION OF HUMAN BEINGS AND MATERIAL ASSETS
• no emission of hazardous acids that are dangerous for 

persons and things
• absence of heavy (e.g. lead) or chlorinated metals
• the use of Rigid HF pipes and accessories is recommended 

in all locations frequented by large numbers of people, such 
as offices, hotels, hospitals, schools, banks, entertainment 
locations and buildings of historic and artistic value

SAFETY
in case of compressions, the pipe gets back to the original 
diameter and does not get damaged

SAFETY
no propagation of the fire

RIGID IRSHF 2443 - light class
colour: white

RIGID IRLHF 3443 - medium class
colour: grey


